
final diagram 2019/02/21 DV

Rijpfjorden 2009>2010

Horizontal Plate (10 m)

41in S/S buoy S/N FSM387 (14 m)

SBE16+ 6101  + PAR70191+ SCP 2352 + CLAMS (2) (27 m)

A/R S/N 951  
18B5 (W)
1849 (D) 21.7V Lithium Batteries
1855 (R)

600Kgs Chain Anchor

2m x 10 mm 6x19FC wire+ 1m 14mm seasteel

1m x 1/2"L/L chain

    1 x 30m 10mm 6x19FC wire

1 x5m 13mm 6x19FC wire

LAT:  80º 17.034'N

LON:  022º 18.149'E

DEPTH:  218m
DEPLOYED:     1310Z 31/08/2009
RECOVERED: 1324Z 19/09/2010

21way Sediment trap S/N 12289-01 (101 m)

    1 x 10m 10mm 6x19FC wire

 RDI 300KHz ADCP S/N 9579 (79 m)

SBE 37SM S/N 5511 (211 m, clamped onto wire)

SBE 37SM S/N 5509 (17 m) 

                 1591 T (27m)

            1598 T  (63m)

    Vemco miniloggers

Swivel

            1592 T (38m)

            1593 T  (48m)

         1623T  (79m)

    1 x 50m 10mm 6x19FC wire

    1 x 50m 10mm 6x19FC wire

         6176T (157m)

         6178T (186m)

218m

    1 x 20m 10mm 6x19FC wire

    1 x 20m 10mm 6x19FC wire

         1691T (131m)

SBE16+ 6067  + PAR70190+ SCP 2354 + CLAMS (1) (12 m)17" glass sphere

 RDI 300KHz ADCP S/N 11047 (157 m)

SBE 37SM S/N 5510 (104 m, clamped onto bridle)

                 3023 TP (12m)

'3 chain links' used
for stopping off 
throughout the mooring.

The top microcat & SBE16+
are not inline, they are shackled
onto the mooring line.

Swivel

Swivel

4 x 17" glass spheres
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