Rijpfjorden 2011>2012

LAT: 80°18.011'N
LON: 022°17.663'E

DEPTH: 231m
DEPLOYED: 03:247 01/09/2011
RECOVERED: 04:127Z 28/09/2012

'3 chain links' used
for stopping off
throughout the mooring.

The top microcat & SBE16+
are not inline, they are shackled
onto the mooring line.

231m

@ 37in S/S buoy

Vemco miniloggers % 1m x 1/2"L/L chain

1613 T (27m)
Swivel

1 x 10m 10mm 6x19FC wire
1621T (37m) i SBE16+ 6066 + PAR70254 + SCF3129 (37 m)

1 x 10m 10mm 6x19FC wire

1626T (47m)

1 x 10m 10mm 6x19FC wire
1627T (57m) .

1 x 10m 10mm 6x19FC wire

1 x 20m 10mm 6x19FC wire
1630T (77m)

1 x 30m 10mm 6x19FC wire

RDI 300KHz ADCP S/N 11192 (110 m)

1684T (113m) : i 21way Sediment trap S/N 12641-01 (113 m)
=

RDI 300KHz ADCP S/N 13616 (116 m)

N

1 x 30m 10mm 6x19FC wire

1685T (146m)
1 x 20m 10mm 6x19FC wire

1 x 20m 10mm 6x19FC wire
1690T (186m)
4 x 17" glass spheres

1 x 30m 10mm 6x19FC wire

@ SBE 37SM S/N 5511 (218 m, clamped onto wire)

Swivel A/R S/N 530
15C1 (W)
1549 (D) 21.8V Lithium Batteries
1555 (R)

1 x10m 13mm 6x19FC wire

600Kgs Chain & Wire Anchor

finished diagram 2019/02/21 DV
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